Displays4Sale

A DIVISION OF ACCESS DISPLAY GROUP, INC. Product Sheet

TEL: 800-289-1539 FAX: 877-842-5126

E-MAIL: info@displays4sale.com Item ID # SCMIRHL-1114P

Indoor Enclosed Menu Cases with Header & Lights (11" x 14" Portrait Menus) (Radius Edge)

FOR CURRENT PRICING, VISIT THE ID # LISTED ABOVE
FREE SHIPPING

Product Details

Solid Aluminum Construction

Sleek radius edge / mitered corners display case with top light

Features full length piano hinges

Security cam-lock is positioned on front of frame (2 keys included)

Overall Display Case Depth: 4"

Interior Useable Depth: 2 5/8"

4 metal frame finishes

Break Resistant Acrylic: Perfect for high traffic or public environments

Self healing natural cork interior

Call to Customize 11x14 Indoor Menu Display Cases - Radius Corners

HEADER

HEADER

Header Details

HEADER When placing your order choose one of these options and follow the instructions.

o STANDARD HEADER (No Charge)
o Alltextis UPPERCASE Black Helvetica lettering on a 5" white header (3" max text height).
o Check your grammar & spelling! We will print exactly what we receive.
o We will try to keep your message on one line unless otherwise specified. If we can't fit your message on one line we will center
your copy on two lines.
o Please type your header message in the Text Box when ordering.

o LEAVE HEADER BLANK (No Charge)
o Your display will ship with a blank header for you to add your message.
o Make sure to type LEAVE BLANK in the Text Box when ordering.

¢ CUSTOM HEADER / LOGO (Upcharge)
o o This option is for customers that wish to send us a header with a specific FONT, COLOR, or LOGO.
= o Once your order is submitted we will contact you with instructions on how to submit your HI-RES EPS file.
Bl = B o Make sure to enter CUSTOM LOGO in the Text Box when ordering.

HEADER

e e s i Lighting Information

Top Lighting - an LED strip is mounted along the top interior and shines downward

UL-approved LED strip lighting

Cool White LED lighting

LED Lifespan: 50,000 hours

We provide a 3-wire cord that connects to the ballast/transformer inside the display case.

When installing, you should use a licensed electrician or installer to bring power to the display. The installer will determine where to exit the
hardwire (we do not provide an exit hole, as we feel it's best for the installer to determine the optimal exit point for the power supply).

Ordering Options

Door Window: Break-Resistant or Tempered Glass

o Break-Resistant Acrylic: 1/8" thick, lightweight (Standard)
o 1/4" Tempered Glass for public environments and locations that require this added safety feature (Upcharge)
o If chosen, we will use our heavy-duty door, which will change one of 2 dimensions by 1/2". We will contact you if you do not
specify which dimension to adjust in your order notes.
o The viewable area can decrease by 1/2", or the overall size can increase by 1/2".

33 UPS

SCMIRHL-1114P-2SIDE 11 x 14 Menus (2) Across 31" Wide x 29" High x 3 1/8" Deep

SCMIRHL-1114P-3SIDE 11 x 14 Menus (3) Across 43" Wide x 29" High x 3 1/8" Deep 41 UPS

SCMIRHL-1114P-4SIDE 11 x 14 Menus (4) Across 55" Wide x 29" High x 3 1/8" Deep 54 UPS




SCMIRHL-1114P-2TOP 11 x 14 Menus (2) Stacked 19" Wide x 44" High x 3 1/8" Deep 32 UPS
SCMIRHL-1114P-3TOP 11 x 14 Menus (3) Stacked 19" Wide x 59" High x 3 1/8" Deep 42 UPS
SCMIRHL-1114P-2T2B 11 x 14 Menus (4) 2 Top / 2 Bottom 31" Wide x 44" High x 3 1/8" Deep 46 UPS




