
Product Details

Heavy Duty 84x60 Reader Board Display Case
Features full length TOP-SIDE piano hinge (swings upward from Bottom)
3/16" Thick Aluminum Extrusions are Welded for added Durability
Overall Reader Board Message Board Case Size: 84" Wide x 60" High
Viewing Area: 80" Wide x 53 3/4" High
Door Frame: 2" Wide
Overall Cabinet Depth: 13 1/2"
4 outdoor treated frame finishes: Black, Blue, Bronze, and White
Security Tamper Resistant Locks on Case Sides (toward the bottom) (Two keys included)
Break Resistant Acrylic 1/4" Thick: Perfect for high traffic or public environment
Prop arms which have gas charged shocks, provide added support in holding up the door when changing your messages
Removable Translucent White Acrylic Backer 1/8" thick
Letter Tracks Installed onto White Backer (9 Lines of Letters)
Tracks accept .030 Thick Letters
300 - 4" High Letters on 5" High Acrylic (Black Letters with Red Numbers)
View Included Letter Breakdown
Special Request for All Black Letters and Numbers
Provides a vibrant, clear, and informative message
Withstands typical everyday outside elements - Not Water-Proof
Weep Holes provided on bottom to help drain any water or condensation build-up
Signs can be Mounted into Brick, Stone or Concrete for inset applications, or placed between your own posts.
Heavy Duty Reader Board Ships FREE FREIGHT 
Enclosed Reader Boards for OUTDOOR use
Call for Custom Heavy Duty Readerboards Size Options

Optional BACK-LIT LED Lighted Ordering Options

*THIS IS OPTIONAL. IF YOU DECIDE YOU WANT YOUR READER BOARD MESSAGE
TO BE BACK-LIGHTED, REVIEW INFO BELOW.

BOTH SIDES OF THE DISPLAY CASE WOULD BE ILLUMINATED

LED LIGHTS BRIGHTER & LONGER LASTING
Go GREEN with our energy saving LED Lights. Interior BACK-LIT LED Lights are positioned behind the translucent white acrylic to SHOWCASE;
messages, menus, and other announcements. LED lights are long lasting, and energy efficient. Having your Message Back-Lighted will allow
passerby traffic to see your messages anytime of day, and of-course at night time from far distances.

UL approved LED Lighting
Cool White LED Lighting
LED Life: 50,000 hours

**We provide a 3-wire cord attached to the ballast / transformer inside the display case. When installing you should use a licensed electrician /
installer to bring power to the display. The installer will best decide where to exit the hardwire provided (we do not provide an exit hole as we feel its
best for the installer to decide the best exit point for power supply).

A DIVISION OF ACCESS DISPLAY GROUP, INC.

TEL: 844-409-1134 FAX: 877-842-5126
E-MAIL: info@outdoordisplaycases.com  

Product Sheet

Item ID # OREADHD-2S-8460

84x60 HEAVY DUTY Marquee Reader Boards | Double Sided

FOR CURRENT PRICING, VISIT THE ID # LISTED ABOVE

Model Overall Size Viewable MESSAGE Area Header Height Ships Via Weight

OREADHD-2S-8460 84" Wide x 60" High x 13 1/2" Deep 80" Wide x 53 3/4" High 12 1/4" Freight 325 LBS


